The Chatoyer Inflatable Oil Boom is a light
weight containment boom suitable for oil
response activities in sheltered waters,
rivers and harbours. This boom is designed
for quick deployment across emergency
situations and is simple to use. Fabricated
from high visibility, abrasion resistant
material with high strength, fusion welded
seams. Each boom section has multiple
air chambers to provide redundancy and
ensure reliable operation.

Inflatable boom is ideal for convenient
storage on reels or within individual bags.
These storage systems allow for ease

of transport and rapid deployment in an
emergency. Chatoyer Inflatable Boom is

available in 4 varying heights to suit different

environments and response requirements.
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APPLICATIONS

* Ponds and lagoons
* Rivers

* Marinas

» Harbours

« Offshore

CHATOYER



INFLATABLE OIL BOOM

SPECIFICATIONS

Height (mm) 450 650 750 900 [
Freeboard (mm) 150 225 250 300
Draft (mm) 300 425 500 600
Ballast Chain (mm) 8 10 10 13
Connectors Universal ASTM Z-connector or
Slide connector
Handles Every 3 metres -
Total Height
Weight (kg/m) 2.0 3.3 4.0 4.2 450mm  650mm 750mm 900mm
MATERIALS
Fabric Polyurethane, 900gsm, abrasion resistant, puncture resistant, UV resistant,
high visibility orange
Ballast Hot dipped galvanised steel chain enclosed in continuous pocket
Connectors Marine grade aluminium
Handles Heavy duty 50mm webbing

OPTIONS & ACCESSORIES

* Carry bag * Air blower

e Ground sheet * Anchor kits

* Tow bridle * Alternative fabrics
* Repair kits

1300 880 623
sales@chatoyer.com.au




